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CENTRAL FAX CENTER 

Amendments to the Claims g g 2QQ^ 

Please amend the claims as indicated below. 

Claim I (currently amended) An electronic fingerprint apparatus for a machine, 
comprising: 

an automation component comprising: a controller for controlling movements of 
al least one component of the machine, the automation component adapted for capturing 
electronic fingerprints representative of a state of the machine; 

the automation component further comprising a fingerprint device for selecting 
tor measurement a plurality of movements of the machine to generate an electronic 
fingerprint that is representative of a condition of the machine. 

wherein the fingerprint device determines which plurality of movem ents , when 
measured, wi ll reveal the ele c tronic fingerprint that is repres entati ve of the condition of 
the m achine . 

Claim 2 (original) The apparatus of claim I, wherein the automation component is . 
selected from the group consisting of a numeric control, a motion controller, a 
programmable logic controller or an intelligent drive. 

Claim 3 (original) The apparatus of claim 1, wherein the automation component and a 
corresponding engineering system provide a program platform for the implementation of 
electronic fingerprints by an application engineer. 

Claim 4 (original) The apparatus of claim 1, further comprising an engineering system 
corresponding to the. automation component, wherein implementation of the fingerprints 
is done by at least one of a configuration process in the engineering system and a 
programming process using a specific API for the implementation of fingerprints. 

Claim 5 (original) The apparatus of claim L wherein the start of capturing the 
fingerprints is done by an action selected from the group consisting of: starting by local 
user via local HMi: starting by remote user via Ethernet ." Internet; and starting based on 
an event evaluated in an application program running in the automation component. 
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Claim 6 (original) The apparatus of claim 1 , wherein the apparatus is used for a machine 
selected from the group consisting of: machine tools, packaging machines, a rubber- 
working machines; plastic-working machines; printing presses; woodworking machines; 
glassmaking machines; ceramic- working machines: stoncworking machines: textile 
machines; robotic manufacturing machines and materials handling machines. 

Claim 7 (original) The apparatus of claim 1, wherein the fingerprint device and the 
automation component generate an electronic fingerprint that is generic to a type of 
machine tool that indicates a stable behavior of the machine tool. 

Claim 8 (original) The apparatus of claim 2. wherein the fingerprint device and the 
automation component generate an electronic fingerprint having a deviation from the 
stable behavior, thereby indicating an unstable behavior of the machine. 

Claim 9 (original) "ITie apparatus of claim 1, wherein the fingerprint device and the 
automation component generates a specific fingerprint for a particular production 
machine that is representative of a state of at least one the outputs of the particular 
production machine and the stable behavior of the machine. 

Claim 10 (original) The apparatus of claim 1, further comprising a graphical user 
interface for displaying a graphical depiction of the electronic fingerprint. 

Claim 1 1 (original) The apparatus of claim 1. wherein the fingerprint device is adapted 
for generating a periodic electronic fingerprint that is developed from a snap shot of the 
state of the machine at a certain time. 

Claim 12 ((original) The apparatus of claim 6, further comprising an application for 
comparing the electronic fingerprints over time. 

Claim 13 (original) The apparatus of claim 6, further comprising a memory for storing 
the electronic fingerprints as a database. 
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Claim J 4 (original) The apparatus of claim L further comprising a maintenance 
scheduler for scheduling maintenance of the machine based on a prediction of a failure of 
the machine based on the electronic fingerprint. 

Claim J 5 (original) The apparatus of claim I, further comprising a remote 
communication capability that couples the machine to a remote processor. 

Claim 16 (original) The apparatus of claim 10, wherein the electronic fingerprint is 
downloaded over the remote communication to the remote processor. 

Claim 17 (currently amended) In an automation component comprising a controller for 
controlling movements of at least one component of a machine, a method for generating 
electronic fingerprints of (he machine, the method comprising the steps of: 



machine; 

dgtermininif , with the automation component, a set of parameters for 
measureme nt thai will uni que ly identify a condition of the mac hine, the para meters 
associ ated with a t least one comp o nent of the machine: 

reading the parameters; and 

storing the read parameters in storage coupled to the automation component, 
thereby creating an electronic fingerprint representative of a the condition of the machine. 

Claim 18 (original) The method of claim 17, wherein the step of selecting selects 
parameter?; that ai a time when the machine is in a stable slate to generate thereby a 
generic type of electronic fingerprint that indicates a stable behavior. 

Claim 19 (original) The method of claim 18, wherein the step of selecting selects 
parameters having a deviation from the stable behavior, thereby generating an electronic 
fingerprint indicating an unstable behavior of the machine. 



with-i 
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Claim 20 (original) The method of claim 17, wherein ihe step of selecting selects 
parameters from a particular production machine that is representative of a state of an 
output of ihe particular production machine, 

Claim 21 (original) The method of claim 17, further comprising the step of generating a 
graphical depiction of the electronic fingerprint 

Claim 22 (original) The method of claim 17, further comprising the step of comparing 
the electronic fingerprints over lime. 

Claim 23 (original) The method of claim 17. further comprising the step of scheduling 
maintenance based on the electronic fingerprint. 

Claim 24 (original) The method of claim 1 7 r further comprising the step of remotely 
coupling the machine to a remote processor. 

Claim 25 (currently amended) A computer rcadahle program product having encoded 
therein instructions for driving a computer processor of an automation component 
comprising a control ler for controlling movements of at least one component of a 
machine according to ihe steps of: 

in- tho automat ion compone n t s e l e cting f o r measurem e nt param e t e rs associa ted 

machine; 

d etermining, w ith t he automa ti on component, a set of parameters for 
m easurement t hat will unique ly identify a condition of the machine, the p arameters 
associat ed with at le ast one compo ne nt of the ma chine : 

reading the parameters; and 

storing the read parameters in storage coupled to the automation component, 
thereby creating an electronic fingerprint representative of a the condition of the machine. 
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